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Controls and accessories

Part Number Description DI/SDI VRF VRF RAS Retail price

2-pipe 3-pipe £

Branch Kits

RBM-BY53E Y-joint 2-pipe < 6.4 HP �� 66.-

RBM-BY103E Y-joint 2-pipe  < 6.4-14.2 HP �� 84.-

RBM-BY203E Y-joint 2-pipe  < 14.2-25.2 HP �� 142.-

RBM-BY303E Y-joint 2-pipe  25.2 HP �� 186.-

RBM-BY53FE Y-joint 3-pipe  < 6.4 HP �� 67.-

RBM-BY103FE Y-joint 3-pipe  < 6.4-14.2 HP �� 926.-

RBM-BY203FE Y-joint 3-pipe  < 14.2-25.2 HP �� 153.-

RBM-BY303FE Y-joint 3-pipe  25.2 HP �� 208.-

Header

RBM-HY1043E 4-way Header 2-pipe< 14.2 �� 128.-

RBM-HY2043E 4-way Header 2-pipe  < 14.2-25.2 HP �� 140.-

RBM-HY1083E 8-way Heater 2-pipe  < 14.2 �� 204.-

RBM-HY2083E 8-Way Header 2-pipe  < 14.2-25.2 HP �� 224.-

RBM-HY1043FE 4-way Header 3-pipe  < 14.2 �� 131.-

RBM-HY2043FE 4-way Header 3-pipe  < 14.2-25.2 HP �� 180.-

RBM-HY1083FE 8-way Header 3-pipe  < 14.2 �� 210.-

RBM-HY2083FE 8-way Header 3-pipe  < 14.2-25.2 HP �� 224.-

T-Connector

RBM-BT13E T-Piece kit for 2-pipe S-MMS modular units �� 118.-

RBM-BT13FE T-Piece kit for 3-pipe S-HRM modular units �� 118.-

Twin Kits

RBC-TWP30E2 Twin kit to suit 11 kW outdoor units �� 50.-

RBC-TWP50E2 Twin kit to suit 14 kW outdoor units �� 53.-

Remote Controllers

RBC-AMT31E Wired remote controller (excl. Flexi unit) �� �� �� 52.- 

RBC-AS21E2 Simplified wired remote controller (excl. Flexi unit) for domestic and hotel application �� �� �� 49.-

RBC-AX22CE2 Wireless remote controller kit - for ceiling suspended units �� �� �� 124.-

TCB-AX21E2 Wireless remote controller kit - for ducted units �� �� �� 190.-

TCB-AX21U(W)-E2 Wireless remote controller kit - for standard 4-way cassettes �� �� �� 115.-

RBC-EXW21E2 7-day weekly timer complete with day omit �� �� �� 106.-

Central Remote Control

TCB-SC642TLE2 64-zone central remote controller ��* �� �� 530.-

TCB-CC163TLE2 16-zone Remote on/off controller �� �� �� 517.- 

Touch Screen Control

BMS-TP0641ACE Enables full control of up to 64 indoor units ��* �� �� 4150.-

BMS-TP0641PWE Enables full control of up to 64 indoor units with electric billing ��* �� �� 4600.-

BMS-TP5121ACE Enables full control of up to 512 indoor units ��* �� �� 4800.-

BMS-TP5121PWE Enables full control of up to 512 indoor units with electric billing ��* �� �� 5600.-

BMS-IFLSV2E2 TCS-Net relay interface ��* �� �� 520.- 

BMS-IFWH4E2 Energy monitoring relay interface ��* �� �� 630.-

BMS-IFDD02E2 Digital I/O relay interface ��* �� �� 600.-

Outdoor Unit Option PCBs

TCB-PCDM2E Power peak-cut control board �� �� 52.-

TCB-PCIN2E Error output control board �� �� 54.-

TCB-PCMO2E External  master ON/OFF  control board �� �� 38.-

TCB-PCOS1E2 Application Control Kit �� 111.-

Network Adapters

TCB-PCNT20E Network adapter �� 118.-

TCB-PCNT30TLE2 “1:1 model” connection interface �� 58.- 

TCB-PX30MUE Terminal Box for TCB-PCNT30TLE2 ��** 41.-
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Controls and Accessories

Part Number Description DI/SDI VRF VRF RAS Retail price

2-pipe 3-pipe £

BACnet

BMS-STBN05E BACnet Software ��* �� �� 3000.- 

BMS-LSV4E Intelligent Server ��* �� �� 2600.-

BMS-IFLSV2E2 TCS-Net Relay Interface ��* �� �� 520.- 

Lonworks

TCB-IFLN640TLE2 LONworks Gateway ��* �� �� 852.-

RBC-LG1-PE AI LONworks Gateway ��* ��* ��* 621.-

Flow Selector Extension Cable

RBC-CBK15FE 10 m Extension Cable for Flow Selector Boxes �� �� 94.-

RBC-FSEX15 15 m Extension Cable for Flow Selector Boxes �� �� 94.-

RAS & Daiseikai Accessories

RBC-IT3-PE Timer Interface for Super Daiseikai units �� 98.-

RBC-SH-A1LE2 Wired Remote for RAS Ducted units �� 246.-

VN Unit Control

RBC-VNC1/VNP1 Wall Controller/PCB for VN units‡ 440.-

RBC-VNH1 Heater for VN-250‡ 325.-

RBC-VNH2 Heater for VN-350-500‡ 325.-

RBC-VNH3 Heater for VN-800/1K‡ 325.-

RBC-VNP1 PCB for VN units‡ 130.-

RBC-VNT1 VN External Thermostat for use with RBC-VNP1 and RBC-DI1‡ 105.-

Windows Control

RBC-WP1-PE Windows Control Package ��* �� �� 3475.-

RBC-EM1-PE Energy Monitoring Kit (used with Windows control package) ��* �� �� 690.-

RBC-IK1-PE Internet Kit (used with Windows control package) ��* �� �� 1587.-

RBC-DI1-PE Digital Input/Output module (Di160) ��* �� �� 720.-

Indoor Unit Option Leads/PCBs

RBC-SMCN61 Interface lead for ON/OFF and unit remote controller lock �� �� �� 7.-

RBC-SMCN61L Interface lead for remote controller lock �� �� �� 6.- 

RBC-SMIM2 Indicator module for unit in heating, cooling or fan only modes �� �� �� 62.-

RBC-SMIM3 Indicator module for lock-out fault and unit run �� �� �� 55.-

RBC-SMF1 Enables control of external fans �� �� �� 40.-

RBC-IT4-PE External interface to allow for 240 volt switching of equipment �� �� �� 72.-

RBC-SMT1 Timer Interface Lead ��*** ��*** ��*** 15.-

TCB-IFCB-4E2 Remote location ON/OFF control box �� �� 158.-

Remote Sensor

TCB-TC21LE2 Remote temperature sensor �� �� �� 50.- 

Other Accessories

RBC-IT2-PE Timer Interface for all R407C equipment 57.-

LA5 Low Ambient Kit ��+ 99.-

TCB-DP22CE2 Drain Pump for DI Ceiling Suspended Units �� �� �� 160.-

TCB-DP10CE Drain Pump for Flexi Units (Ceiling Mounted Position) �� 65.- 

TCB-KP22CE2 Ceiling Unit (3/4/5 HP) Elbow piping kit ��**** ��**** ��**** 54.-

RBC-FDP2-F-PE Indicator for unit malfunction & relay output �� �� �� 330.-

RBC-FDP2-BMS-PE Analogue BMS Interface �� �� �� 514.-

Dyna Doctors

DYNADOCTOR SMMS/SHRM Monitoring and Diagnostic software for SMMS/SHRM �� �� 610.-

* For this control option a network adapter is required at the indoor unit.

** This terminal box is only used with the 600 x 600 mm cassette

*** This lead plugs into the standard remote control (RBC-AMT31E and central controllers (TCB-SC642TLE2, TCB-CC642TLE2)

**** The elbow piping kit allows the refrigeration circuit connections to be routed to allow fitting of the pump

† Early RAS/RAV R-22 units

‡ For use with the air-to-air heat exchanger
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The information shown in this price list is based on the following data:

Nominal capacities are based on Eurovent conditions: 

Cooling: indoor air temperature 27°C db/19°C wb, outdoor air temperature 35°C db/24°C wb
Heating: indoor air temperature 20°C db, outdoor air temperature 7°C db

UK capacities are based on the following conditions: 
Cooling: indoor air temperature 22°C db, outdoor air temperature 28°C db, 50% rh, 5 m pipe run and high fan speed
Heating: indoor air temperature 21°C db, outdoor air temperature -4°C db, 100% rh, 5 m pipe run and high fan speed

The sound pressure levels are based on:

Outdoor units at 1 m distance, indoor units at 1.5 m distance

The annual power consumption is based on 500 operating hours.

The maximum running current is based on 240 V in the cooling mode.
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